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Name: Bulletproof Helmet
Type: DK-BH-18043

Test Sort: Commission Test

Client: DEEKON GROUP CO., LTD
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Name Bulletproof Helmet Type DK-BH-18043
. E N UP CO. 1T Client
Cl]ent D EKO GRO O-, D Principal Jack Zhang

FLAT/RM A 20/F KIU FU COMMERCIAL
Address BLDG 300 LOCKHARTROAD, Telephone | 15821399959
WANCHAL HONG KONG

Manufacturer DEEKON GROUP co- 1) Test Sort Commission Test
| Test Date Jan. 7, 2019 Brand Deekon
o MM.4000000 AL R I
Number : 9 Quantity
Sample Sample
190107-26
Number = State Good
Standard NIJ Standard-0106.01 for Bullet Proof Helmets
Test item Bulletproof Performance

The Type DK-BH-18043 Bulletproof Helmet(sample), which is provided
by DEEKON GROUP CO., LTD, has been tested with 9mm Uzi
Sub-machine gun and 9mm Parabellum pistol cartridge at the distance of
Sm. The sample was shot 4 rounds with no penetration. Testing condition

Test was normal temperature. The maximum height of deformation on inner

Result surface is 15.1mm.

See the table and Picture 1-4.
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Test place, environment ( special requirement of environment ) and test equipments

Quality Supervision and Inspection Center for Special
Production of China Ordnance Equipment

Test place
/
Test environment Indoor: temperature 21°C, humidity 40%RH
( special requirement
of environment ) /

Universal standard Measure Tools

Ballistic Analytic System (No. 328000212)
Test equipments Electro- balance (No.CSJL-00122)

Testing weapon: 9mm Uzi Sub-machine gun

Testing ammunition: 9mm Parabellum pistol cartridge

The sample is composed of a cover, a rind, a guide rail and a
suspension system. The rind is made of 8.6mm aramid woven

fabric.

Character & Structure
of sample




Test Table of type DK-BH-18043 Bulletproof Helmet
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Sample Sample Sample Sample Shooting | Shooting | Shooting Muzzle Penetration | Deformation
Number Dimension | Weight Condition | Distance | Position | Sequence Velocity Height
(mm) (2) (m) (m/s) (mm)
Front 1 442 NP 15.1
[.:234 Left 2 440 NP 8.0
Normal
YPI90109-26\ [chee23 1549 Temperature 7
H:161 Right 3 438 NP 8.6
Back A 441 NP 6.9
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Picture 1 Outside Surface

Picture 2 Inner Surface

Complete Picture
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Picture 3 Outside Surface

Picture 4 Inner Surface

Bulletproof Performance



