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Cert. No.: ZheHongJianZi 2020214

Bulletproof Material Testing Center
of Zhejiang Red Flag Machinery Co., Ltd.

Test

Client

Address of client
Name of sample
Model/Specification

Sample receiving date

Sample testing date
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Report

DEEKON GROUP CO., LTD

K, 4TH FLOOR, 9TH BUILDING, NO. 1188 LIANHANG ROAD, MINHANG

DISTRICT, SHANGHAIL,CHINA

Ballistic Face Shield

October 14, 2020

October 14, 2020
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Approved by 1 » 7@
Checked by M 70
Tested by --’%Q

Address: No.108, Beihu East Street, Wukang, Deqing, Huzhou, Zhejiang, China
Consulting tel.: 0572-8085531 Fax: 0572-8081921 Complaint tel.: 0572-8085508 Postcode: 313200
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Test Instructions

Test basis: 1. GA293-2012 Police ballistic helmets and face sheilds;
2. N1J0101.06 Ballistic resistance of body armor;

3. Customer’s requirements.

Main equipments for test

Name Code Certificate No. Expiry date
e —"
e oclty festing 3021 GFJGJL202319912087820-002 |  2020.10.24
Instrument

MPS5 submachine gun

9%19mm pistol

cartridge (lead core)
Test conditions: Temperature: 21 C Humidity: 49%RH
No.108, Beihu East Street, Wukang, Deqing, Huzhou,
Test place: Zhejiang, China
Declarations:

1. Testing results are only valid for submitted samples.

2. We don’t take responsibility for the consequence of using untested items,

range of the submitted samples.

3. This test report is invalid without the dedicated stamp for test.
4. This test report is invalid without signature of the approver.

5. This test report is invalid if altered.

6. Partly using this test report is not allowed without the approval of our center.
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Test Report
Sample name Ballistic face shield | Model/Specification /
: EBASCO TRADING
Sample quantity 1 Sample No. e
Test item Bulletproof performance

Fix the sample to the test frame. Shooting distance is 5m. Fire 2
rounds of 9x19mm pistol cartridge (lead core) with MPS5
submachine gun. Muzzle shall be perpendicular to the front side
of sample.

Technical Requirements: According to the bullet type and muzzle velocity
requirements | that customer requires (bullet velocity is based on NIJ0I0I 06
Standard: Ballistic resistance of body armor level IlIA), in the
case of fair hit for bullet, the transparent panel of the ballistic
face shield shall not be perforeted and the inside shall be free of

splatter.

Ballistic face shield sample provided by DEEKON GROUP CO.,
LTD has been tested by our center for its bulletproof

Conclusion | performance, and sample was not perforated.
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Attached table:
Photos of tested parts of helmet
pEEKON GROUP CO., L'Tp
(EBASCO  TRADING PO No ; 18799y
(2020214 i)
Front

MP5 P
X19mm ggﬁi :
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